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10MM THICK
HEAT SOAKED
TEMPERED GLASS

TOPLESS GLASS BRACKET
FROM HOME-RAIL LTD

BRACKET SECURED
W/ #12 WOOD SCREW X4
MIN 50MM EMBEDMENT
TYP

NOM 4"X4" WOOD POST

50
MIN OFFSET 
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 EDGE
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SECTION A-A

FINISHED FLOOR LEVEL

GLASS SET IN BRACKET
W/ GASKET SHOE 
AND SILICONE CAULKING

MISC
METAL

ENGINEERING

PLAN VIEW

FRONT VIEW

SIDE VIEW

ISO TOP VIEW

NOTES:

ALL WELDS IN ACCORDANCE WITH CWB W59.1 AND CWB 47.1
ALL STEEEL IN ACCORDANCE WITH CAN/CSA G40.21 UNLESS NOTED OTHERWISE

HSS: GRADE 350W
PLATES: GRADE 300W

ANCHORS TO BE INSTALLED IN ACCORDANCE WITH PRODUCT SPECIFICATIONS
BOLTS IN ACCORDANCE WITH ASTM A307

ISO VIEW
EXPLODED

NOTES:

FOR PRELIMINARY REVIEW AND PRICING ONLY, NOT FOR CONSTRUCTION
WELDING IN ACCORDANCE WITH CWB W59.2 AND CWB 47.2
ALUMINUM IN ACCORDANCE WITH AA 6061-T6 UNLESS NOTED OTHERWISE
ANCHORS TO BE INSTALLED IN ACCORDANCE WITH PRODUCT SPECIFICATIONS
STAINLESS BOLTS IN ACCORDANCE WITH ASTM F593

NOTES:

ALUMINUM BRACKET IN ACCORDANCE WITH AA 6061-T6
WOOD POSTS TO BE INSTALLED IN ACCORDANCE WITH ONTARIO MMAH SUPPLEMENTARY STANDARD SB-07 GUARDS FOR HOUSING AND SMALL BUILDINGS
COMPLIES WITH ONTARIO MMAH SUPPLEMENTRAY STANDARD SB-13 GLASS IN GUARDS
HEAT SOAKED TEMPERED GLASS TO BE IN ACCORDANCE WITH DIN EN 14179-1 AND CAN/CGSB-12.1-M
COMPLIES WITH ONTARIO BUILDING CODE 2012 SECTION 9.8.8.7 GLASS IN GUARDS AND SECTION 9.8.8.2 LOADS ON GUARDS
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